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PERFORMANCE SPECIFICATION SHEET

TRANSFORMERS, POWER, 120 VOLTAMPERES, 400 HZ, TF5S03ZZ

This specification is approved for use by all Departments
and Agencies of the Department of Defense.

The complete requirements for acquiring the transformer described herein shall
consist of this specification and the latest issue of MIL-T-27.

FIGURE 1.  Dimensions and configurations.

AMSC N/A 1 of 3 FSC 5950
DISTRIBUTION STATEMENT A.  Approved for public release; distribution is unlimited.

INCHES mm
A 2.43 ±.02 (50.8)   ±(.5)
B 2.00 ±.02 (41.1)   ±(.5)
C 2.10 ±.02 (46.0)   ±(.5)
D 1.93 ±.02 (38.1)   ±(.5)
E 1.50 ±.02 (28.4)   ±(.5)
F   .25 ±.04  ( 6.4) ±(1.0)
H 1.90 ±.04 (38.1) ±(1.0)
J   .21 ±.04 (42.9) ±(1.0)
K .138-32 UNC 2B

INCHES    MM
  .02     0.5
  .09     1.3
  .30     7.6
  .40   10.2

NOTES:
1. Dimensions are in inches.
2. Metric equivalents are given for general information only.
3. Marking shall be on the top and sides of case.
4. Dimensional tolerance shall be ±.02 unless otherwise specified.
5. For series output connect terminals 4 and 5 together.  For

parallel output connect pins 3 to 4 and 5 to 6.






